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Vue éclatée de l’assemblage du rotor exclusif Perrelet
Explosion drawing of Perrelet’s exclusive rotor
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Technical data on the movement

-	 Thickness of the basic movement, oscillating weight 	
	 included: 5.70 mm

-	 Fitting diameter:	
	 P-061 calibre: 30.00 mm 	
	 P-071 calibre: 25.60 mm 

-	 Total diameter of the movement:	
	 P-061 calibre: 30.00 mm 	
	 P-071 calibre: 26.20 mm 

-	 Vibrations/hour: 28,800 (4Hz)

-	 Jewelling:	
	 P-061 calibre: 26 rubies 	
	 P-071 calibre: 30 rubies 

-	 Autonomy of the movement, fully wound: more 	
	 than 40 hours

-	 Automatic winding mechanism with oscillating 	
	 weight fitted on ball bearing

-	 “Incabloc” shock-resistance system for the balance 	
	 wheel

-	 Accurate time setting system
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Big date and small second, Perrelet 
Calibre P-061 / P-071

Your new timepiece is fitted with the exclusively desi-
gned rotor, the signature of Perrelet’s high-quality, 
precision movements, glass-covered to display the 
workmanship of the movement and the beauty of the 
Perrelet «tapestry» engraving. This decorative concept 
for the oscillating weight was developed by Perrelet’s 
own watchmakers and designers to pay tribute to 
the fabulous invention of Abraham-Louis Perrelet, 
the automatic movement (around 1770). This system 
allows the watch to wind up by simply using the ener-
gy produced by the wearer’s own movement.

Your new watch, with the Perrelet calibre P-061/P-071, 
was created to provide you with the clearest possi-
ble readability. The simple display (central hour and 
minute, small second hand at 6 o’clock and big date 
at 12 o’clock) are characteristic of the quality and indi-
viduality of the Perrelet collection. The date display is 
clearly shown in a large, double window, some twenty 
per cent bigger than the standard window.
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Basic functions

Setting the time on the watch

Pull crown to the C position. The time can then be set 
turning the crown forward or back. (See note 1)

Quick correction of date

-	 Pull the crown to position C, and then turn it 	
	 forward until the date changes, and the hands 	
	 are between 2 and 4 am.

-	 Return the crown to position B, and turn it back 	
	 until the date prior to the date to be displayed 	
	 appears in the window.

-	 Return the crown to position C once more, and turn 	
	 it forward until the date and time required are set.

-	 Push the crown back to position A. (See note 2)

Winding the watch

If the watch stops, a few turns of the crown (in posi-
tion A) will start it again. It will be wound up further 
by the movements of the wearer’s wrist.

Description of the watch

Information provided by the watch

-	 hours

-	 minutes

-	 seconds (hand at 6 o’clock)

-	 big date display at 12 o’clock

Information shown on diagram

1	 Hour hand

2	 Minute hand

3	 Second hand

4	 Big date display

Your watch has a 3-position crown:

A	 Crown in the movement’s manual winding 	
	 position

B	 Crown in the quick correction of the date position

C	 Crown in the position for setting the time, with 	
	 stop of second hand



Note 1:
Moving the hands anti-clockwise, when they are 
between 23:00hrs and 01:00hrs may cause the tens or 
units disk to go backward. If this happens, moving the 
watch will cause them to be repositioned when the 
hands pass midnight.

Note 2:
Quick correction is not recommended between 
20:00hrs and 01:00hrs. If the wearer should decide to 
correct the watch at 22:00hrs, for example, the date 
will not change at midnight, but only 24 hours later.

The operations described in notes 1 and 2 will not 
damage the watch in any way.
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