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Technical data on the movement

-	 Thickness of the basic movement, oscillating weight 	
	 included: 5.90 mm

-	 Fitting diameter: 31.60 mm

-	 Total diameter of the movement: 31.60 mm

-	 Vibrations/hour: 21,600 (4Hz)

-	 Jewelling: 17 rubies

-	 Autonomy of the movement, fully wound: 	
	 more than 42 hours

-	 Automatic winding mechanism with two oscillating 	
	 weights in 18 ct. gold fitted on ball bearing

-	 “Incabloc” shock-resistance system for the balance 	
	 wheel

-	 Accurate time setting system

The limited edition retrograde 
second with double parallel  

rotor - an exceptional timepiece  
Calibre P - 101

Your new watch is a collector’s item. An exceptional 
timepiece. Paul Gerber, a master watchmaker of 
genius, has created the automatic winding system with 
double parallel rotor, with which the P-101 calibre is 
fitted. This movement can only be produced in very 
small numbers, and requires a skill and know-how 
worthy of only the greatest watchmakers. 

A tribute to Abraham-Louis Perrelet, the inventor 
of the automatic winding system, we have created 
this new time-piece as one of a limited series of only 	
4 x 25 = 100 numbered pieces. Each of them is fitted 
with an 18-carat gold dial, hand-turned.

The hours and minutes are shown by the two central 
hands, while the second hand is placed at 6 o’clock 
on the dial. The term retrograde second is given to 
this type of display, since the hand moves along the 
dial from zero to sixty seconds, then jumps back and 
returns to zero. You will gain infinite enjoyment from 
watching this rare and spectacular complication.

The P-101 movement, exclusive in this creation, is 
decorated especially according to the principles of the 
very top of Perrelet’s range. The two parallel oscilla-
ting weights are in 18-carat gold, bearing the brand 
logo. Perrelet’s P-101 retrograde second is the ultimate 
statement of Perrelet’s quality and inventiveness.
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Basic functions

Setting the time on the watch

Pull crown to the B position. The time can then be set 
without a risk turning the crown forward or back.

Winding the watch

If the watch stops, a few turns of the crown (in posi-
tion A) will start it again. It will be wound up further 
by the movements of the wearer’s wrist.

Description of the watch

Information provided by the watch

-	 hours

-	 minutes

-	 retrograde second hand at 6 o’clock

Information shown on diagram

1	 Hour hand

2	 Minute hand

3	 Second hand

Your watch has a 2-position crown:

A	 Crown in the movement’s manual winding 	
	 position

B	 Crown in the position for setting the time, 	
	 without stop of second hand




