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Vue éclatée de l’assemblage du rotor exclusif Perrelet
Explosion drawing of Perrelet’s exclusive rotor
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The hour and minute displays are offset so that the 
flying tourbillon cage can be seen to full effect on the 
dial, and so you can also see the small second hand, 
since this rotates a full 360° every minute.

Your new watch comes with its official, individual 
chronometer certificate, issued by the «COSC» (Official 
Swiss Chronometer Office). 

 Technical data on the movement

-	 Thickness of the basic movement, oscillating weight 	
	 included: 6.95 mm

-	 Fitting diameter: 30.00 mm

-	 Total diameter of the movement: 31.00 mm

-	 Vibrations/hour: 28,800 (4Hz)

-	 Jewelling: 33 rubies

-	 Autonomy of the movement, fully wound: more 	
	 than 110 hours

-	 Automatic winding mechanism with oscillating 	
	 weight fitted on ball bearing

-	 “Incabloc” shock-resistance system for the balance 	
	 wheel

-	 Accurate time setting system

The automatic flying tourbillon, off-
centre hour and minute hand, small 
second and official swiss chronome-

ter certification

The Tourbillon. In the mind of connoisseurs of fine 
watch-making with a high level of complication, this 
word immediately inspires tremendous excitement. 
The “tourbillon” power transmission and regulation 
system is certainly one of the most significant develop-
ments in the history of mechanical watch-making.

The «tourbillon» system was invented in 1801 by 
Abraham-Louis Breguet and consists of a type of 
small cage holding all the components responsible 
for governing power distribution, performing a full 
revolution on its axis every 60 seconds. This complex 
mechanism annuls the effects of gravity on the set-
tings, in the vertical position.

This invention may be considered one of the most 
complicated to produce, requiring exceptional skill 
and knowledge. The watchmakers of Perrelet decided 
subsequently to combine it with another exceptional 
invention, the automatic winding movement develo-
ped by Abraham-Louis Perrelet around 1770.

From the joint history of these two sublimes complica-
tions was born your new timepiece, a real collector’s 
item, fitted with the Perrelet P-161 Calibre. 
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Basic functions

Setting the time on the watch

Pull crown to the B position. The time can then be set 
without a risk turning the crown forward or back.

Winding the watch

If the watch stops, a few turns of the crown (in posi-
tion A) will start it again. It will be wound up further 
by the movements of the wearer’s wrist.

Description of the watch

Information provided by the watch

-	 hours

-	 minutes

-	 seconds on the tourbillon cage at 6 o’clock

Information shown on diagram

1	 Hour hand

2	 Minute hand

3	 Tourbillon cage (small seconds)

Your watch has a 2-position crown:

A	 Crown in the movement’s manual winding  
	 position

B	 Crown in the position for setting the time, with 	
	 stop of second indication




